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SNAP FIT  DESIGN ELIMINATES EXTRA HARDWARE

REUSABLE MARKER IDENTIFIES INDIVIDUAL PHASES DURING 
CONSTRUCTION AND MAINTENANCE

DURABLE RUBBER HOSE CRADLES WIRE WITHOUT PINCHING,  GRINDING, 
OR CAUSING DAMAGE

OPTION TO CUSTOMIZE SETS WITH YOUR LOGO

< 35 KV
RATING

HOTSTICK 
FRIENDLY

V-0 FLAME
RETARDANT

PHASE MARKERS ARE USED FOR IDENTIFICATION AND CAN BE 
CUSTOMIZED WITH LOGOS.
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PHASE MARKER
BFD-050-3S-ABC

HOTSTICK INSTALLATION TOOL
BFD-AT-050-075

SKU LENGTH HEIGHT SYSTEM KV WIRE FITMENT MIN QTY

BFD-075-3S-ABC 3” 3” < 172 KV #4 - 4/0 + OPGW 100

BFD-075-3S-ABC 3” 4” < 172 KV 266 - 715 MCM 100

TOOLS

BFD-AT-050-075 HOTSTICK COMPATIBLE INSTALLATION TOOL FOR BFD-050 AND BFD-075

BFD-AT-150 HOTSTICK COMPATIBLE INSTALLATION TOOL FOR BFD-150

• CONCENTRATED LOAD DATA FOR PLS-CADD AVAILABLE UPON REQUEST

TESTS RESULTS

UL 94 // FLAMMABILITY OF PLASTIC MATERIALS V-0 / 5VA (UL FILE NUMBER: E175765)

IEEE 1656 5.6 /ASTM 4329/ASTM G-154 UV AGING 3,000 HOURS

ASTM D-638 / D-1822 // TENSILE STRENGTH @ YIELD 900 PSI (62.1 MPA)

ASTM D-256 / NOTCHED IZOD IMPACT 12.5 FT-LB/IN (670 J/M)

ASTM D648 / DEFLECTION TEMPERATURE UNDER LOAD @ 66 PSI 270 F / 132 C

24 HOUR PHOTO LUMINESCENT - COMPLIANCE DIN 67510, ASTM 2072, PSPA Class A/B/C/D, APTA SS-PS-004-99 Rev 2/3, ICC 2009/201202015 IBC/IFC, UL 1994

REGULATORY ROHS


