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FLUORESCENT PRISMATIC YELLOW BANDS,  MIRRORED TO EFFECTIVELY 
REFLECT LIGHT 

24-HOUR GLOW-IN-THE-DARK BAND

A-FRAME SHAPE PROVIDES MAXIMUM VISIBILITY FROM ALL ANGLES

DURABLE RUBBER HOSE CRADLES WIRE,  DOES NOT DAMAGE OPGW

NO MECHANICAL COMPONENTS TO POTENTIALLY FAIL

RATED FOR SYSTEMS UP TO 345 KV

EASY HOTSTICK INSTALL

QUICK,  SAFE,  EFFICIENT ROBOT/DRONE INSTALLATION OPTION WITH 
FULCRUM AIR LINEFLY TM SERVICE

< 345 KV
RATING

HOTSTICK 
FRIENDLY

V-0 FLAME
RETARDANT

SHAPE AND DESIGN SUPPORTS RESEARCH PROVING 
THAT VISIBILITY IN LOW LIGHT IS  THE MOST IMPORTANT 
ASPECT IN PREVENTING AVIAN COLLISIONS.

INSIDE VIEW

LINEFLY ROBOT

LARGEST SURFACE AREA OF REFLECTIVE MATERIAL IN THE INDUSTRY

HAWK EYE TM 

BIRD FLIGHT DIVERTERS
PATENT # 8,438,998 B2



HAWK EYE TM 

BIRD FLIGHT DIVERTERS
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SKU LENGTH HEIGHT SYSTEM KV WIRE FITMENT MIN QTY

BFD-050 6” 3” < 345 KV #4 - 300 + OPGW 100

BFD-075 6” 4” < 345 KV 336 - 795 MCM 50

BFD-075-HV 6” 4” < 345 KV 336 - 795 MCM 50

BFD-150 6” 5” < 345 KV 850 - 1780 MCM 50

BFD-150-HV 6” 5” < 345 KV 850 - 1780 MCM 50

BFD-051 / GUY WIRE MARKER * 6” 3” < 345 KV #4 - 300 + OPGW 100

BFD-076 / GUY WIRE MARKER * 6” 4” < 345 KV 336 - 795 MCM 50

* GUY WIRE MARKER INCLUDES RETENTION CLIP

TOOLS

BFD-AT-050-075 HOTSTICK COMPATIBLE INSTALLATION TOOL FOR BFD-050 AND BFD-075

BFD-AT-150 HOTSTICK COMPATIBLE INSTALLATION TOOL FOR BFD-150

•	 CONCENTRATED LOAD DATA FOR PLS-CADD AVAILABLE UPON REQUEST
•	 WIND AND ICE LOAD DATA AVILABLE UPON REQUEST

TESTS RESULTS

UL 94 // FLAMMABILITY OF PLASTIC MATERIALS V-0 / 5VA (UL FILE NUMBER: E175765)

IEEE 1656 5.6 /ASTM 4329/ASTM G-154 UV AGING 3,000 HOURS

ASTM D-638 / D-1822 // TENSILE STRENGTH @ YIELD 900 PSI (62.1 MPA)

ASTM D-256 / NOTCHED IZOD IMPACT 12.5 FT-LB/IN (670 J/M)

ASTM D648 / DEFLECTION TEMPERATURE UNDER LOAD @ 66 PSI 270 F / 132 C

24 HOUR PHOTO LUMINESCENT - COMPLIANCE DIN 67510, ASTM 2072, PSPA Class A/B/C/D, APTA SS-PS-004-99 Rev 2/3, ICC 2009/201202015 IBC/IFC, UL 1994

REGULATORY ROHS
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